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Simple, 
clean 
and dry 
installation
CALIPLAC PANELS 

GUARANTEE THE 

BEST RESULTS FOR 

RESTORATIONS, 

REFURBISHMENTS AND 

NEW BUILDS.

Panels for interior partitions.
Fit Caliplac Confort Panels for Cladding on 
the walls of your house with wooden battens 
or a self-supporting metal structure.

CONFORT
DECORATIVE FACE
FINISH IN PLASTERBOARD, 
WOODEN PANELLING...

CORE DECORATIVE FACE

DIMENSIONS * /   

DECORATIVE FACE  /

INSTALLATION /

CORE * /

- Direct, wooden batten
   - Self-supporting metal structure

Plasterboard, wooden panelling and others

- Extruded Polystyrene (XPS) 
- Cork

600 x 2600 mm

Save time 
and money 
with the
best results.

CALIPLAC CONFORT.
Special panels for cladding.

*Check availability for other sizes and thicknesses.

CLADDING



FITTING ON 
CEILING, FLOOR 
AND WALL PROFILE 
CHANNELLING

EASY ASSEMBLY OF 
BOTH PARTITION 
FACES AT ONCE

WALL
INSULATING 
CORE

INSTALLATIONS

SELF-SUPPORTING 
STRUCTURE

AFFIXING 
TO THE C 
EILING

SPACE FOR 
INSTALLATIONS

ENCLOSING 
PANEL

DECORATIVE FACE
FINISH IN PLASTERBOARD, 
WOODEN PANELLING...

ASSEMBLY ON STRUCTURE
WITH ADHESIVE OR SCREWS

PATENT APPLICATION 
Nº P201430610

Caliplac offers you a quick, economical and effective solution.PARTITIONS

CORE DECORATIVE FACEDECORATIVE FACE

DECOR
DECORATIVE FACE
FINISH IN PLASTERBOARD, 
WOODEN PANELLING... 

CALIPLAC DECOR. Special panels for interior partitions.
Sound insulation/ 52 dB
Fire resistant/ EI 90
(2PYL15_LR70_2PYL15)

DIMENSIONS  * /   

DECORATIVE FACE  /

INSTALLATION /

CORE * /

- Self-supporting metal structure

Plasterboard, wooden panelling, mela-
mine, plywood, decorative stone...

- Extruded Polystyrene (XPS) 
- Mineral Wool

600 x 2600 mm

*Check availability for other sizes and thicknesses.

Panels for interior partitions.
Can be used in any part of the living space. 
Lightweight, easy to assemble panels, conditioned 
to hide installations. Allow door and window 
spaces to be created during installation.


